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REZ18 Lackspray thixotrop
Articlenumber Trade name Articlenumber  Trade name
0000327001 MOLOTOW JASMINGELB 0000327034 MOLOTOW SAPHIRBLAU
0000327002 MOLOTOW KASCHMIRGELB 0000327036 MOLOTOW TRAUBE HELL
0000327003 MOLOTOW QUITTE 0000327037 MOLOTOW HEIDELBEERE PASTELL
0000327004 MOLOTOW APRICOTBEIGE 0000327038 MOLOTOW HEIDELBEERE HELL
0000327005 MOLOTOW SAHARABEIGE 0000327039 MOLOTOW TRAUBE MITTEL
0000327006 MOLOTOW ZINKGELB 0000327040 MOLOTOW TRAUBE DUNKEL
0000327007 MOLOTOW MELONENGELB 0000327041 MOLOTOW NIGHT "SEEN" BLUE
0000327008 MOLOTOW GOLDFISCH 0000327042 MOLOTOW "CES" VIOLETT
0000327009 MOLOTOW "LOOMIT'S" APRIKOT 0000327043 MOLOTOW VIOLETT DUNKEL
0000327010 MOLOTOW HUMMER 0000327044 MOLOTOW VERRUECKTE PFLAUME
0000327011 MOLOTOW HERBSTBLATT 0000327045 MOLOTOW SCHWARZVIOLETT
0000327012 MOLOTOW SCHWEINCHENROSA 0000327046 MOLOTOW LOOMIT'S AUBERGINE
0000327013 MOLOTOW VERKEHRSROT 0000327047 MOLOTOW SORBETGRUEN
0000327014 MOLOTOW SIGNALROT 0000327048 MOLOTOW LIND PASTELL
0000327015 MOLOTOW KARMINROT 0000327049 MOLOTOW SENF
0000327016 MOLOTOW EISBLAU HELL 0000327050 MOLOTOW HANF
0000327017 MOLOTOW KRISTALLBLAU DUNKEL 0000327051 MOLOTOW P.JAY GREEN
0000327018 MOLOTOW GLETSCHERBLAU 0000327052 MOLOTOW AMAZONAS
0000327019 MOLOTOW EISBLAU DUNKEL 0000327053 MOLOTOW STURMGRUEN
0000327020 MOLOTOW LAGOBLAU 0000327054 MOLOTOW AQUAMARIN
0000327021 MOLOTOW OLYMPIABLAU 0000327055 MOLOTOW SCHWARZWALDGRUEN
0000327022 MOLOTOW DELPHINBLAU 0000327056 MOLOTOW SCHMETTERLINGSGRUEN
0000327023 MOLOTOW GRUENSPAN 0000327057 MOLOTOW CREMGRUEN PASTELL
0000327024 MOLOTOW ULTRAMARINBLAU 0000327058 MOLOTOW CREMEGRUEN
0000327025 MOLOTOW REGATTABLAU 0000327059 MOLOTOW GIFTGRUEN
0000327026 MOLOTOW ALGE 0000327060 MOLOTOW LOEWENZAHN
0000327027 MOLOTOW PETROL 0000327061 MOLOTOW BRILLANTGRUEN
0000327028 MOLOTOW TIEFSEEBLAU 0000327062 MOLOTOW "MIGHTY" GREEN
0000327029 MOLOTOW KERAMIK PASTELL 0000327063 MOLOTOW HIPPIGRUEN
0000327030 MOLOTOW JEANSBLAU 0000327064 MOLOTOW GRASHUEPFER
0000327031 MOLOTOW LICHTBLAU 0000327065 MOLOTOW CLIFFGRUEN
0000327032 MOLOTOW SCHOKBLAU 0000327066 MOLOTOW SAFTGRUEN
0000327033 MOLOTOW TULPENBLAU 0000327067 MOLOTOW CALYPSO PASTELL
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Articlenumber Trade name Articlenumber  Trade name
0000327068 MOLOTOW CALYPSO HELL 0000327101 MOLOTOW MITTELGRAU NEUTRAL
0000327069 MOLOTOW CALYPSO MITTEL 0000327102 MOLOTOW DUNKELGRAU NEUTRAL
0000327070 MOLOTOW CALYPSO DUNKEL 0000327103 MOLOTOW SCHWARZGRAU NEUTRAL
0000327071 MOLOTOW RIVIERA PASTELL 0000327104 MOLOTOW TIEFSEEBLAU DUNKEL
0000327072 MOLOTOW RIVIERA HELL 0000327105 MOLOTOW PREUSSISCHBLAU DUNKEL
0000327073 MOLOTOW RIVIERA DUNKEL 0000327106 MOLOTOW PURPUR DUNKEL
0000327074 MOLOTOW LAGUNENBLAU 0000327107 MOLOTOW PETROLEUMBLAU
0000327075 MOLOTOW MILCHKAFFEE 0000327108 MOLOTOW PETROLEUMBLAU PASTELL
0000327076 MOLOTOW ORANGEBRAUN 0000327109 MOLOTOW MAUVE
0000327077 MOLOTOW NOUGAT 0000327110 MOLOTOW VEILCHEN
0000327078 MOLOTOW KHAKI 0000327111 MOLOTOW VEILCHEN HELL
0000327079 MOLOTOW NATURWEISS 0000327112 MOLOTOW VEILCHEN PASTELL
0000327080 MOLOTOW TIEFSCHWARZ 0000327113 MOLOTOW CREMEBLAU
0000327081 MOLOT "LOOMIT'S" APRIKOT HELL 0000327114 MOLOTOW CREMEBLAU PASTELL
0000327082 MOLOTOW KADMIUMGELB 0000327115 MOLOTOW VANILLE
0000327083 MOLOTOW DOTTERGELB 0000327116 MOLOTOW APRIKOSE
0000327084 MOLOTOW HELLORANGE 0000327117 MOLOTOW PFIRSICH
0000327085 MOLOTOW DARE ORANGE 0000327118 MOLOTOW KIWI
0000327086 MOLOTOW CODEAK BURGUNDROT 0000327119 MOLOTOW KIWI HELL
0000327087 MOLOTOW PUSSY PINK 0000327120 MOLOTOW KIWI PASTELL
0000327088 MOLOTOW SHOCKORANGE 0000327121 MOLOTOW TURKIS PASTELL
0000327089 MOLOTOW ESHER SCHMUDDELROT 0000327122 MOLOTOW GRAPEFRUIT
0000327090 MOLOTOW SCHWARZTURKIS 0000327123 MOLOTOW MENTHOL
0000327091 MOLOTOW CARAMEL 0000327124 MOLOTOW MENTHOL HELL
0000327092 MOLOTOW HASELNUSSBRAUN 0000327125 MOLOTOW MENTHOL PASTELL
0000327093 MOLOTOW DUNKELBRAUN CMP 0000327126 MOLOTOW KAKAO
0000327094 MOLOTOW NOUGAT DUNKEL 0000327127 MOLOTOW PFLAUME
0000327095 MOLOTOW SCHWARZGRUN 0000327128 MOLOTOW APFEL
0000327096 MOLOTOW MISTER GREEN 0000327129 MOLOTOW ALTROSA
0000327097 MOLOTOW PFLAUME GRAU 0000327130 MOLOTOW PURPUR
0000327098 MOLOTOW TORNADOROT 0000327131 MOLOTOW SALATGRUN
0000327099 MOLOTOW HIMBEER DUNKEL 0000327132 MOLOTOW LINDA'S SUNSET
0000327100 MOLOTOW HELLGRAU NEUTRAL 0000327133 MOLOTOW PASTELLORANGE
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REZ18

Lackspray thixotrop

Article number Trade name

Article number

Trade name

0000327134

0000327135

0000327136

0000327137

0000327138

0000327139

0000327140

0000327141

0000327142

0000327143

0000327144

0000327145

0000327146

0000327147

0000327148

0000327149

0000327150

0000327151

0000327152

0000327153

0000327154

0000327155

0000327156

0000327157

0000327160

0000327161

0000327162

0000327163

0000327164

0000327165

0000327166

0000327167

0000327168

MOLOTOW LACHSORANGE 0000327169
MOLOTOW BLUTORANGE 0000327170
MOLOTOW FUCHSIAPINK 0000327171
MOLOTOW HIMBEERROT 0000327172
MOLOTOW PURPURVIOLETT 0000327173
MOLOTOW SCHWARZROT 0000327174
MOLOTOW HELLVIOLETT 0000327175
MOLOTOW SAMTLILA 0000327176
MOLOTOW FARNGRUEN 0000327177
MOLOTOW LAUBGRUN 0000327178
MOLOTOW CHROMOXIDGRUEN 0000327179
MOLOTOW "SEAK" FUTURE GREEN 0000327180
MOLOTOW EVIL OLIVE 0000327181
MOLOTOW MAUSGRAU 0000327182
MOLOTOW ANTHRAZITGRAU 0000327183

MOLOTOW SCHWARZGRAU DUNKEL

MOLOTOW OCKERBRAUN

MOLOTOW BEIGEBRAUN

MOLOTOW SCHOKOLADENBRAUN

MOLOTOW "MACREW" PURPLE

MOLOTOW WILD "WANE" BLUE

MOLOTOW MARTHA-MARINE

MOLOTOW TUERKIS DUNKEL

MOLOTOW BIRNE

MOLOTOW SIGNALWEISS

MOLOTOW SCHOCKBLAU MITTEL

MOLOTOW SCHOCKBLAU HELL

MOLOTOW SCHOCKBLAU PASTELL

MOLOTOW TELEMAGENTA

MOLOTOW SIGNALGELB

MOLOTOW RUBINROT

MOLOTOW ELFENBEIN HELL

MOLOTOW SCHWEINCHENROSA HELL

MOLOTOW KAKAO HELL
MOLOTOW NOUGAT HELL
MOLOTOW HUMMER HELL
MOLOTOW TUERKISGRUEN
MOLOTOW MOCCA

MOLOTOW STEINGRAU HELL
MOLOTOW STEINGRAU MITTEL
MOLOTOW STEINGRAU DUNKEL
MOLOTOW GRAUBLAU HELL
MOLOTOW GRAUBLAU MITTEL
MOLOTOW GRAUBLAU DUNKEL
MOLOTOW SIGNALSCHWARZ
MOLOTOW ORANGEBRAUN HELL
MOLOTOW ORANGEBRAUN MITTEL

MOLOTOW OCKERBRAUN DUNKEL
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Safety Data Sheet
according to 1907/2006/EC, Article 31

Printing date 28.08.2007 Revision: 28.08.2007

1 I dentification of the substance/preparation and of the company/undertaking

- Product details
- Trade name: Lackspray thixotrop

- Articlenumber: REZ18
- Application of the substance/ the preparation Lackierung

- Manufacturer/Supplier:
Peter Kwasny GmbH
Heilbronner Str. 96
D-74831 Gundelsheim Td.: 0049-(0)6269-95-20
E-mail: labor @kwasny.de

- Further information obtainable from: Product safety department
- Information in case of emergency: Tel.: +49 6269 95 20

2 Hazards identification

-Hazard description:

Xi Irritant
F+ Extremely flammable

- Information concerning particular hazardsfor human and environment:
The product hasto belabelled dueto the calculation procedure of the "General Classification guideline for
preparations of the EU" in the latest valid version.
At long or repeated contact with skin it may cause dermatitis due to the degreasing effect of the solvent.
Warning! Pressurized container.
R 12 Extremely flammable.
R 18 In use, may form flammable/expl osive vapour-air mixture.
R 36 Irritating to eyes.
R 66 Repeated exposure may cause skin dryness or cracking.
R 67 Vapours may cause drowsiness and dizzi ness.
Pressurized container: protect from sunlight and do not expose to temperatures exceeding 50°C. Do not
pierce or burn, even after use.
Do not spray on a naked flame or any incandescent material . Keep away from sources of ignition - No
smoking.
Keep out of thereach of children

- Classification system:
The classification isaccording to the latest editions of the EU-lists, and extended by company and literature
data.

3 Composition/information on ingredients

- Chemical characterization
- Description: Mixture of substances listed bel ow with nonhazardous additions.
- Dangerous components:

CAS. 67-64-1 acetone 25-50%
EINECS: 200-662-2 ([3¢] Xi, [#§] F; R 11-36-66-67
CAS: 106-97-8 butane (containing > 0,1 % butadiene (203-450-8)) 10-25%
EINECS: 203-448-7 (@] F+; R12
CAS: 74-98-6 propane 10-25%
EINECS: 200-827-9 (@] F+; R12-18

(Contd. on page 2)
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CAS: 108-65-6 2-methoxy-1-methylethyl acetate 5-10%
EINECS: 203-603-9|[%| Xi; R10-36
CAS: 123-86-4 n-butyl acetate 5-10%
EINECS: 204-658-1|R 10-66-67
CAS: 71-36-3 butan-1-ol 2.5-5%
EINECS: 200-751-6 || Xn, [ Xi; R 10-22-37/38-41-67
CAS: 1330-20-7 xylene <2.5%
EINECS: 215-535-7 ||| Xn, [ Xi; R 10-20/21-38

- Additional information: For thewording of the listed risk phrasesrefer to section 16.

4 First-aid measures

- After inhalation: Supply fresh air; consult doctor in case of complaints.
- After skin contact: Immediately wash with water and soap and rinse thoroughly.
- After eye contact:
Rinse opened eye for several minutes under running water. If symptoms persist, consult a doctor.
- After swallowing: If symptoms persist consult doctor.

5 Fire-fighting measures

- Suitable extinguishing agents:
CO2, powder or water spray. Fight larger fireswith water spray or alcohol resistant foam.
Cool container whit water

- For safety reasons unsuitable extinguishing agents: Water with full jet

- Special hazards caused by the substance, its products of combustion or resulting gases:
Can formexplosive gas-air mixtures.

- Protective equipment: Mouth respiratory protective device.

6 Accidental release measures

- Person-related safety precautions: Wear protective equipment. Keep unprotected persons away.
-Measuresfor environmental protection:

Do not allow product to reach sewage system or any water course.

Inform respective authorities in case of seepageinto water course or sewage system.

Do not allow to enter sewers surface or ground water.
-Measuresfor cleaning/collecting:

Ensure adequate ventilation.

Do not flush with water or aqueous cleansing agents

7 Handling and storage

-Handling:
- Information for safe handling:
Keep away from heat and direct sunlight.
Ensure good ventilation/exhaustion at the workplace.
Take note of emission threshold.
Useonlyin well ventilated areas.
Ensure good interior ventilation, especially at floor level. (Fumes are heavier than air).
- Information about fire - and explosion protection:
Do not spray onto a naked flame or any incandescent material.
Keep ignition sources away - Do not smoke.
Pressurized container: protect from sunlight and do not expose to temperatures exceeding 50°C, i.e. electric
lights. Do not pierce or burn, even after use.

- Storage:
- Requirementsto be met by storerooms and receptacles:

Storein a cool location.
(Contd. on page 3)
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(Contd. of page 2)
Observe official regulations on storing packagings with pressurized containers.
- Information about storage in one common storage facility: Not required.
- Further information about storage conditions: Protect from heat and direct sunlight.

8 Exposure controls/personal protection

- Additional information about design of technical facilities: No further data; seeitem?7.
- Ingredientswith limit values that require monitoring at the workplace:
67-64-1 acetone
WEL () [ Short-termvalue: 3620 mg/ms, 1500 ppm
Long-termvalue: 1210 mg/m?, 500 ppm
106-97-8 butane (containing > 0,1 % butadiene (203-450-8))
WEL () [ Short-termvalue: 1810 mg/m?, 750 ppm
Long-termvalue: 1450 mg/m?, 600 ppm
Carc (if morethan 0.1% of buta-1.3-diene)
108-65-6 2-methoxy-1-methylethyl acetate
WEL () [ Short-termvalue: 548 mg/m2, 100 ppm
Long-termvalue: 274 mg/mg, 50 ppm
X
123-86-4 n-butyl acetate
WEL () [ Short-termvalue: 966 mg/m2, 200 ppm
Long-termvalue: 724 mg/m?, 150 ppm
71-36-3 butan-1-ol
WEL () [ Short-termvalue: 154 mg/ms, 50 ppm
X
1330-20-7 xylene
WEL () [ Short-termvalue: 441 mg/m2, 100 ppm
Long-termvalue: 220 mg/m?, 50 ppm
; BMGV

- Additional information: Thelistsvalid during the making were used as basis.

- Personal protective equipment:

- General protective and hygienic measures:
Keep away from foodstuffs, beverages and feed.
Immediately remove all soiled and contaminated clothing
Wash hands before breaks and at the end of work.
Do not inhale gases/ fumes/ aerosols.
Avoid contact with the eyes.
Avoid contact with the eyesand skin.

- Respiratory protection:
Use suitable respiratory protective device in case of insufficient ventilation.
When workers are facing concentrations above the exposure limit they must use appropriate certified
respirators. Half mask with combination filter, class ALP2 minimum, or breathing mask with outer air
supply.

- Protection of hands:
The glove material hasto beimpermeable and resistant to the product/ the substance/ the preparation.
Selection of the glove material on consideration of the penetration times, rates of diffusion and the
degradation

-Material of gloves
The selection of the suitable gloves does not only depend on the material, but also on further marks of
qguality and varies from manufacturer to manufacturer. As the product is a preparation of several
substances, the resistance of the glove material can not be calculated in advance and has thereforeto be
checked prior to the application.

Nitrile rubber, NBR
(Contd. on page 4)
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- Penetration time of glove material
Gloves must be changed after every contamination.
The exact break trough time has to be found out by the manufacturer of the protective gloves and hasto be
observed.
- Eye protection:

@ Tightly sealed goggles

9 Physical and chemical properties

- General Information

Form: Aerosol
Colour: According to product specification
Odour: Characteristic

- Changein condition
Melting point/Melting range: Undetermined.
Boiling point/Bailing range: -44°C

- Flash point: -4°C
Without propellant gas.

- Ignition temperature: 315°C
- Self-igniting: Product is not selfigniting.
- Danger of explosion: In use, may form flammabl e/expl osive vapour-air mixture.
- Explosion limits:

Lower: 1.5 Vol %

Upper: 13.0 Vol %
-Vapour pressureat 20°C: 3600 hPa
- Density at 20°C: 0.78 g/cm?
- Solubility in / Miscibility with

water: Not miscible or difficult to mix.
- Solvent content:

Organic solvents: 84.4%

With propellant gas. Content given by weight.

- Solids content: 15.6 %

10 Stability and reactivity

- Thermal decomposition / conditionsto be avoided: No decomposition if used according to specifications.
- Dangerous reactions Reacts with acids, alkalisand oxidizing agents.
- Dangerous decomposition products: Possiblein traces.

11 Toxicological information

- Acutetoxicity:
-Primary irritant effect:
-on theskin: Irritant to skin and mucous membranes.
-on theeye: Irritating effect.
- Sensitization: No sensitizing effects known.
(Contd. on page 5)
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- Additional toxicological information:
The product shows the following dangers according to the calculation method of the General EU
Classification Guidedlines for Preparations asissued in thelatest version:
[rritant

12 Ecological information

- General notes. Water hazard class 1 (German Regulation) (Self-assessment): dightly hazardous for water

13 Disposal considerations

- Product:

- Recommendation
Must not be disposed together with household garbage. Do not allow product to reach sewage system.
Empty aerosols can be disposed with the ordinary waste.

- European waste catalogue
1501 10| packaging containing residues of or contaminated by dangerous substances

- Uncleaned packaging:
- Recommendation: Disposal must be made according to official regulations.

14 Transport information

-Land transport ADR/RID (cross-border)

- ADR/RID class: 2 5F Gases.
- Danger code (Kemler): 23

- UN-Number: 1950

- Packaging group: -

-Hazard label 21

- Description of goods: 1950 AEROSOLS
- Limited quantities (LQ) LQ2

- Transport category 2

- Tunnel restriction code B1D

-Maritimetransport IMDG:

-IMDG Class 21

- UN Number: 1950
-Labd 21

- Packaging group: -

-EMS Number: F-D,SU
-Marine pollutant: No

- Proper shipping name: AEROSOLS

(Contd. on page 6)
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- Air transport ICAO-TI and IATA-DGR:

-|CAO/IATA Class. 21

- UN/ID Number: 1950

-Labd 21

- Packaging group: -

- Proper shipping name: AEROSOLS, flammable

15 Regulatory information

- Labdling according to EU guidelines:
The product has been classified and marked in accordance with EU Directives / Ordinance on Hazardous
Materials.

- Code letter and hazard designation of product:

Xi Irritant
F+ Extremely flammable

- Risk phrases:
12 Extremely flammable.
18 In use, may form flammabl e/expl osive vapour-air mixture.
36 Irritating to eyes.
66 Repeated exposure may cause skin dryness or cracking.
67 Vapours may cause drowsiness and dizziness.

- Safety phrases:
2 Keep out of thereach of children.
3/7 Keep container tightly closed in a cool place.
23 Do not breathe aerosol.
29/56 Do not empty into drains, dispose of this material and its container at hazardous or special waste
collection point.
46  If swallowed, seek medical advice immediately and show this container or label.
51 Useonlyin well-ventilated areas.

- Special labelling of certain preparations:
Pressurized container: protect from sunlight and do not expose to temperatures exceeding 50°C. Do not
pierce or burn, even after use.
Do not spray on a naked flame or any incandescent material . Keep away from sources of ignition - No
smoking.
Keep out of thereach of children

-National regulations:

- Technical insgtructions (air):
Class | Sharein %
NK 50-100

- Waterhazard class: Water hazard class 1 (Self-assessment): dightly hazardous for water.

16 Other information

This information is based on our present knowledge. However, this shall not constitute a guarantee for any
specific product features and shall not establish a legally valid contractual relationship.

- Relevant R-phrases
10 Flammable,
11 Highly flammable.
12 Extremely flammable.
18  Inuse, may form flammable/explosive vapour-air mixture.

(Contd. onpage 7)
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20/21 Harmful by inhalation and in contact with skin.

22 Harmful if swallowed.

36 Irritating to eyes.

37/38 Irritating to respiratory systemand skin.

38 Irritating to skin.

41  Risk of serious damageto eyes.

66  Repeated exposure may cause skin drynessor cracking.
67  Vapours may cause drowsiness and dizziness.

- Department issuing MSDS: Product safety department
- Contact: Hr. Hamberger
-* Data compared to the previous version altered.

(Contd. of page 6)




